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As an owner you will experience a boat which is fast 
in light winds, but still capable of sailing at close to 
full speed even in conditions where the sail power is 
beyond the optimum. This capability of being able to 
handle very different wind conditions, without an
immediate adjustment of the sail area keep the boat 
on its feet, is equally important to the cruising family as 
it is to the race crew. The cruising family will feel much 
more in control, and thus quickly gain confidence in 
themselves and the boat.

The more experienced owner will find that despite
being a comfortable cruiser with a rich interior, the 
boat can still win races.

Elan 31 is a sailing yacht with capital “S”. An optimized 
keel, tall rig and high quality deck gear all combine 
to a total package which gives the owner and crew 
a rewarding sail. Powerful winches and extensive 
use of ballbearing blocks makes easy handling. The                 
ergonomically shaped cockpit is comfortable for cruising 
as well as racing.

Below deck the interior will satisfy even the most 
demanding owner. Practical solutions with a high degree 
of comfort are combined with beautiful handcraft.

Deep heavy keels combined with well balanced hulls 
produce boats with high stability and good control. 
This gives the helmsman and crew a feeling of safety 
and being in control even in adverse conditions.

ELAN 31
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Inner structure

The hull structural strength is a key factor in overall 
boat safety, and in its resistance to ever-demanding 
ocean conditions.
Maintaining the highest profile of structural frames 
among boat builders, and the highest number og 
longitudinal and transversal stringers, the Elan inner 
structure is one of the most comprehensive rein-
forced structure on the market today.
Adding a unique combination of gluing and laminat-
ing techniques to the inner mould to the hull joint is 
the final proof Elan yachts are build to last.

Keel joint 

The cast iron ore lead keel is attached to the hull by 
premium grade stainless bolts that are highly resist-
ant to corrosion.
The internal structure grid ensures the best possible 
strength and flexibility in beating to windward, or in 
severe groundings. Before fitting each Elan keel is 
sealed for protection and smooth finish.

High Quality materials

Carefully selected materials are subject to our 
strict quality control. Use of high technology 
materials, from the latest research, enable us to 
optimise the laminate plan of each yacht. Quad-
riaxial- and multiaxial- glass fibre, Kevlar® rein-
forcements at the mast support  and bow area, 
Aramat®  and Dyvinacell® all contribute to the 
well known strength of an Elan yacht.
Use of Vinyl ester pre-laminate and Isophtalic 
polyester laminate which insures perfect antios-
mosis protection and superb mechanical prop-
erties to weight ratio. 

Gelcoat spraying

Apart from the aesthetic function, a layer of gel 
coat is used to prevent water penetration into 
the laminate and preserve its stiffness over long 
periods of time. In order to achieve the highest 
level of consistency in quality and thickness, the 
HQ gel coat is being sprayed by computer-oper-
ated nozzle in a carefully monitored production 
process. 

VAIL

The proper goal in hull construction is to pro-
duce the required strength and stiffness with the 
least weight of material. Unnecessary weight 
makes a yacht more difficult to manage, and 
less enjoyable to sail. With our own system of 
Vacuum Assisted Infusion Lamination - VAIL the 
results were more than promising. 

Germanischer Lloyd

All our yacht are under constant supervision of Ger-
manischer Lloyd. With its long history of more than 
150 years Germanischer Lloyd is setting the highest 
demands in boat building industry today. Each ELAN 
yacht is carrying a GL certificate as ultimate proof of 
her quality, durability and safety.
Only in that way do we know we have fulfilled the 
owner’s expectations.
The Elan range of performance cruising yachts and 
Impression cruisers are all built under permanent 
technical supervision of Germanischer Lloyd for Sail-
ing Yacht specification on a hull structure designed to 
give any sailor confidence.

Chainplates

Chainplate loads are spred via High Quality marine 
stainless steel rods to metal plates incorporated into 
the inner structure.

Hull – deck joint 

To preserve the design shape of the hull prior to the 
joint, specially designed metal jigs are used. Use of 
an in-turning wide flange offers a strong support for 
the deck an a large surface for bonding material. Hull 
and deck are joined together by a 3-way technique: 
Gluing of the hull an deck parts together, use of stain-
less steel bolts for mechanical shear, fastening and 
laminating of the joint at the bow and transom area to 
allow for even greater stiffness and sturdiness. 100% 
reliability with no recorded failure in thousands of 
miles of tough ocean conditions.

Gelcoat spraying

Inner structure

EXCELLENCY IN CONSTRUCTION
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Technical specifications

Length overall
Hull length
Length at waterline
Beam
Draft
Displacement
Ballast
Water capacity
Fuel capacity
Engine
Mainsail
Genoa
Spinnaker
I
J
P
E
Boat design catagory CE
Design

9,40 m

9,20 m

8,21 m

3,20 m

1,85 / 1,50 m

approx. 4500 kg

1430 / 1300 kg

138 l

44 l

19 HP

26,50 m2

28 m2

75 m2

11,74 m

3,28 m

11,46 m

4,28 m

A

Rob Humphreys

PERFORMANCE
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EXCELLENCY IN DESIGN

Rob Humphreys

Rob Humphreys is an award-winning designer 
known internationally for his expertise in designing 
sailing yachts that successfully combine fast, modern 
hulls with all the comfort and convenience demanded 
by today’s cruising sailor.  The Humphreys design 
team has an enviable track record of designing racing 
boats for the world’s leading events, including 
the America’s Cup and the Whitbread Round the 
World Race, as well as for leading sailors such as 
Ellen MacArthur.  In parallel with its ground-breaking 
racing work Humphreys Yacht Design has built a 
reputation for consistently creating popular and 
capable cruising boat ranges for internationally 
known builders such as Elan Marine, Oyster Marine 
and Northshore Yachts.

”For some it will be a first boat and perhaps a stepping 
stone, while for others it will be all that the owners 
will ever wish for. The pedigree lineage of the Elan 
31 runs fairly emphatically through the highly 
successful Elan 333, a boat which has excelled 
itself in just this ability to be many things to many 
owners. Our experience with the 333 promises to 
imbue the 31 with similar versatility, although her 
genetic make-up does have slightly greater leaning 
towards performance. This is not just to widen the 
smile of the racer at the expense of the cruising 
man: if a smallish boat can display an unusual turn 
of speed, then it benefits also an owner’s cruising 
aspirations, given that his passagemaking capability 
will surprise him.”

All measurements, images and illustrations are approximate and provided for information only. Elan Marine reserves the right to modify or improve specifications without prior notice.




